
GROUND MOUNTED FACILITIES 

Flag Poles 
4. Comply with US Flag Code. 

5. Utilize in conjunction with existing or added formal plantings. 

6. Decorative ornaments shall be included in the·overall height 
measurement. 

7. All coax must be routed direcUy from the ground up through the pole. 
No doghouse.will be.allowed. 

8. The overall height and diameter of the flagpole must be compatible 
with the surrounding area. 

Picture above left: 7380 Convoy Collt 
Picture above·~ BlackMountain Road 

Picl:uRl above: Lcc:aledal1895 Camioo Del Rio Soulll 

9. Not to be used as a means to gain height in areas" 
where multiple ftagpol~ ~lre:ady exisl 

10. The antennas must be conoealed inside the flagpole. 

Pictll!..abdw r9Jt: 1666 Precision Park Line 
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GROUND MOUNTED FACILITIES 

Faux Trees 

1. Use in an ~tin; landscape setting with 1rees at simUar height an.dof the same species. 

Left: Mono-palm llellgned lo liJIIyconceal 
!he antaooas and~ cables !ian lila 
public p(npecuve within lhe'growth pod. 
The proJet;t lllocatad at: 1368 30th $reet 

2. If site is void of tall1rees or landscape, create landscape setting that integrates faux tree with added similar slJecies of varying heights. 

3. Faux trees in non urban settings should be species regionally appropriate to 
San Diego that blends with established plant communities. 

4. Utilize trees that replicate shape, structure and 
oolor of live trees. 

5. Provide detailed specifications during plan review; 

Right: Moi'IC)oplne wllh anllinni:IIOclca liJIIycovering the langtl1 
and width of tne anlanna. The tree confalne pipes abientantennas 
which will NOTbe tupporli!ld by stall'. The tile aleo oontalna elf 
"Ice bridge" conndfglhe COXIal cablea. This ~We of lnslalallon will 
not be supporiad by lilaft' In tlte Mtn. Thl&ells Ia located at 
9475 Nicola Teala Court 
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GROUND MOUNTED FACILITIES 

Faux Trees 
6.Ensure that top branches of tree do no exceed allowed height. 

1. All coaxial cables must b.erouted directly form 1heground up through lhe pole. Nodoghouse will be aUowed. 

8. All faux trees shall incorporate asufficient amount of architectural branches and design materials so that the structure is as 
natur:al in appearance as possible. 

site is located at209 Catalina Bqulevard 

let Verizon MonOi)ine 
with extensive ~na 
.sockooverage. The 
antennas are mirimally 
visible designed with 
heavydensity brani:b*· 

R91t Cricket MonOi)ine 
with sutlklientantenna 
soc:k ooverage. The bolls 
loc:*d on the bottom 
portbi otlhe fa.UK tree 
will NOT be supportby 
d. 
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GROUND MOUNTED FACILITIES 

Ball Field Lights· 
1.Utilize·existing baD field Hghts, upgrade existing light standards or add ball field lights to a park planned for field lighting. 

2.Mount antennas as close as possible to the.pole and below the light soun:e. 

Piclu11 to the dght : Located at10415 lienasanta Blvdt 

3.Minimize visibility ofcoax ~bles by routing through pole and etiminating loops for cable entry and e)!il 

4.Paint antennas the same color asthe pole. 

5.AII cables and conduit to and from the light standard is expected to be FOI.lted from underneath the caisson. Doghouses may b& 
supported on!Y if it is minimally visible and designed tQ integrate with the existing.environment. 
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